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Install ing  an Imager  Shared on a Server  

1. From the Start Menu, double Click the Control Panel and double-click Printers and Faxes 
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System displays Printers and Faxes 
dialog box 
 

1. Click Add a printer 
 
Note: If menu not available, double-
click Add Printer icon OR go to File > 
Add Printer 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
System displays the Add Printer 
Wizard 

2. Click Next 
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System displays printer type option 
 

3. Select óA network printer, or 
a printer attached to another 
computer 

 
4. Click Next 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
System displays printer connection 
screen 
 

5. Select Find a printer in the 
directory 

 
6. Click Next 
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System displays the Find Printers 
dialog box 
 

7. Click Find Now 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Systems displays available 
network printers 
 
Note: If no printers are displayed, 
see Appendix A: Troubleshooting 
Tips 
 

8. Select desired printer 
 
9. Click OK 
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System displays default printer option 
 
Note: If you want to make this your 
primary printer, select yes; otherwise, 
select no. 
 

10. Select desired option 
 
11. Click Next 

 
 
 
 
 
 
 
 
 
 
 
System displays the wizard completion 
dialog box 
 

12.  Click Finish 
 
 
 

Continue to Chapter 4: 
Configuring the Sharp 
Imager 
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Automated Install ð Not Shared  (Setup 

from CD)  

1. Insert the CD in to the CD-ROM drive (the setup should autorun, but if it doesnôt, open 
My Computer and double click the CD-ROM drive that the sharp CD is in) 

 
 
 
 
System loads the install shield 
 
 
 
 
 
 
 
 
 
System displays the welcome screen 
for the imager setup program 
 

2. Click Next 
 
 
 
 
 
 
 
 
 
 
 

Chapter  

2 



C H A P T E R  2 :  A U T O M A T E D  I N S T A L L  ð N O T  S H A R E D  

 7  

 
 
 
 
 
 
 
System displays installation types 
 

3. Click Standard installation 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
System will take a minute to auto 
detect imagers and then it will 
display results. If no imager is 
displayed, see Appendix A: 
Troubleshooting Tips 
 

4. Select the Sharp Imager  
 
5. Click Next 
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System displays confirmation of 
imager to be installed 
 

6. Click Next 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
System displays device driver 
options 
 

7. Select PCL5e 
 
8. Click Next 
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System displays default printer 
option 
 

9. Select Yes if you would like 
to use this imager as your 
primary printing device; 
otherwise, select NO 

 
10. Click NO 

 
 
 
 
 
 
 
 
 
 
 
 
System displays the final 
confirmation to install the driver 
 

11. Click Next 
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System displays the completion 
dialog box 
 
 
12. Click OK 

 

Continue to Chapter 4: 
Configuring the Sharp 
Imager 
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Manual Install ð Not Shared  

OR Installing an Imager on a Server  

1. From the Start Menu, double Click the Control Panel and double-click Printers and Faxes 
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System displays Printers and Faxes 
dialog box 
 

2. Click Add a printer 
 
Note: If menu not available, double-
click Add Printer icon OR go to File > 
Add Printer 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
System displays the Add Printer 
Wizard 

3. Click Next 
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Uncheck  

 
 
 
 
 
 
 
System displays printer type option 
 

4. Select Local printer attached 
to this computer 

 
Note: Uncheck Automatically detect 
and install my Plug and Play printer 
 

5. Click Next 
 
 
 
 
 
 
 
 
 
 
 
 
 
System displays printer connection 
screen 
 

6. Select Create a new port 
 
7. From the drop down box, 

select Standard TCP/IP Port 
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System displays Add Printer Port 
Wizard 
 

8. Click Next 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
System displays the device selection 
dialog box 
 

9. Type in the IP address of 
your imager 

 
 

10. Click Next 
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System displays device type dialog 
box 
 

11. Select Custom 
 
12. Click Settings  

 
 
 
 
 
 
 
 
 
 
 
 
 
System displays the configurations for 
the new port 
 
 

 
13. Select LPR 
 
14. Type in lp as the queue name 

 
Note: queue name is a lowercase L and 
a lowercase P 
 

15. Click OK 
 
 
 
 
 




















